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Abstract

Our case study of inverse problem solving in theory and practice concerns
generalized projection operators, i.e., projection integrals over a body in R3
that generalize the usual result of projected area in a given direction by taking
into account shadowing and scattering effects as well as additional convolution
functions in the integral. Such operators arise naturally in connection with
various observation instruments and data types. We review and discuss some
properties of these operators and the related inverse problems. Particular em-
phasis is placed on the analysis of the information content of the data and the
uniqueness of the solution.
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1 Discretization by function series expansion: problem
diagnosis and ideal representations

Given a mathematical model M of the direct problem X — m, and measured values
m in some measurement space 0 with noise [the inverse problem in the general
sense is to recover an estimate for the unknown parameters X (e.g., discretizations
of functions) and the properties of the inverse mapping m - X:

m(o) = M(o;x) + [o,m), [mls x.

where (0, m, M, X, OJcan all be realizations of (unknown) probability distributions or
stochastic processes, and m and M contain random and systematic errors. Typically,
M - X is nonunique or discontinuous (unstable) without a priori information or
assumptions.

One should carefully note here that when an inverse problem of, e.g., the form
m(s) = f(y)g(s,y)dy, (1)

also known as the Fredholm integral equation of the first kind (f to be solved for),

reducible to the standard linear form m = AX by the series expansion
1

fly)=  xifi(y), (2)
1

yields a nondegenerate A and hence a “unique” solution vector X [CH", a unique
solution of the inverse problem is in no way guaranteed. This is because the “unique”
solution X only pertains to the adopted discretization of the problem by our chosen
truncation point for the series (or, e.g., pixel discretization level). The actual solution
of the inverse problem is the function f. If we want to prove that f is uniquely
solvable from (1), we must show that either

= Each X; is uniquely derivable from m via (1) independent of all other Xj, i & j,
and of the truncation point, or

e The limit limp oo XN for the solution XN for truncation point i < N exists

(the first option is preferable as it provides more information on the solution). This
also holds for detecting and examining the possible nonuniqueness properties of the
solution . With some adopted discretization, one may easily conclude that A is
invertible while an infinite-dimensional A actually is not. Finally, even if the solution
is formally unique, problems of the type (1) are notoriously ill-posed (unstable) due
to the smoothing effect of the integral. These aspects are well illustrated by the
inverse problems of generalized projections considered below.

If the unknown function f(S) to be obtained is smooth enough, and in general
expressable by basis functions ¢; in some (Hilbert) space Hjp, the discretization
via the function series coefficients is often more useful than discretization in the
variable(s) s even if we ultimately want to employ some values f(S;j) (these can be
computed from the series at will). This is mainly because of two reasons:



e The function series already helps to regularize the problem when truncated
early enough (avoiding high-order basis functions). Using separate and inde-
pendent F(sj) usually requires an explicit smoothing regularization function
in the analysis.

e A suitable choice of function bases and their argument coordinates (in both
model and measurement space) often results in an analytical description that
is very useful for understanding the uniqueness and stability properties of the
system, analyzing the information content of the measurements, and examining
the choice of model.

For example, 3-D tomography has s [CIR® - t [SP x R?, radar echo power of an

object (parametrized in S?) S? — S? x R, and volumes of generalized projections
(below) S? - S? x S2. In all cases, s [X" - t [YI™ with m > n.

Suppose we have s [YI", and a model function

1
f(s)= xidi(s).xi = g, FL.] (3)
with 1
[di, &j (= &5, (F, glul= . f*(s)g(s)w(s)ds, (4)

where we may have some weight function w(s) used in the definition of the inner
product.

In some Hy, t [CYI™, 1
m(t) = yii(t),yi = [ mi] (5)
Write 1 1
mt =g yf(s)ds, gls )= als)ui(t), (6)
with
gi(s) = Wii(t),g(s, 1) 2] (7)
S0 rt a1 O
m(t) = gi(s)  xjdj(s)ds wi(t) (8)
i j
Using ] |
gi(s)pj(s)ds = [Wi(t), (s, t)2thj(s) ds := Gij, (9)
we have L 1L 1
M= W) Gy, (10)

In general, choosing a truncation point gives the usual matrix equation m = AX,

but if we have
1] 1
01 0dG;; BO& LG B0:Gik =0,k E ] (a (11)



we can write

I 11 1
mt) = ¢i(t) Gixi, {}:{i.1:Gi 8 0}as (O (12)

If there is only one Gj B 0 for each |, we have

Yi
X| = =, 13
=2 (13
and we have shown uniqueness (Hadamard 2). If, however, we have
0 #{Gj; 8 0} > 1, (14)

there is more than enough information for uniqueness of X;. We can use this, e.g.,
to expand our model g(s, t):

g(s,t) = gi'i(s,t)ai, (15)

i=1

with aj constant factors, so now we can write

Yi=  Gyajx. (16)
J

In matrix form, this is, with y® = [y;,i: Gy B 0]", o := [ay, ..., 0p]T,
y» =MOax; Coxg = MO)7Ly® (17)

i.e., we obtain O up to a scale factor (when there are as many nonzero Gjj as the
number of 0j), and the other X; are then obtained as earlier.

Definition. The ideal representation of a linear (or linearizable) inverse problem is
the set of basis functions and their arguments that yields a problem matrix A that
is as sparse (or close to diagonal) as possible.

The ideal representation is useful for analyzing the real information content of the
measurements and the uniqueness properties of the inverse problem. It also eluci-
dates the instability properties: typically one can directly see the blow-up effect at
high-order basis functions.

2 Generalized projection operators

Projections or silhouettes are a natural and abundant source of information in, e.g.,
human and computer vision, cartography, and astrophysics. In the last one, projec-
tions on the plane-of-sky constitute a typical data mode due to the long distances
between the target and the observer. Often the distance is for all practical purposes
infinite, i.e., the ratio of the size of the object and the distance approaches zero with



all instruments. In such cases the projection is not disk-resolved, and the only ob-
servable quantities are related to the projection area, leading to interesting inverse
problems.

In mathematics, certain problems in this field are sometimes called geometric to-
mography (often with the inclusion of volumes of sections in addition to those of
projections; see [4]), although the problems are not tomography in the usual sense,
i.e., we do not obtain information on the interior of the target as in the case of
Radon transforms and other tomographic methods. However, often the information
obtained is not about the exact areas of the projections (with which geometric to-
mography is concerned), but certain generalizations of the concept. In the following,
we use the term “generalized projection operator” to denote the operator P that
yields these generalized projection areas from an object in R3. The operator is rep-
resented by a projection integral, and the generalizations are due to various physical
reasons:

1. Shadowing effects, i.e., the object is illuminated and viewed from different
directions (S? x S? instead of S?)

2. Light-scattering effects, i.e., additional weight functions in the projection in-
tegral

3. Additional convolution functions in the integral introducing various dimensions
of data space (e.g., in astrophysics we have S? x S2 x S for interferometry,
and S2 x R? for monostatic range-Doppler radar)

Inverse problems of generalized projection operators are of mathematical interest
since while the problem of shape reconstruction from the volumes of simple projec-
tions is nonunique, the generalized projections carry much more information and
yield strong uniqueness properties. This makes them highly useful for the math-
ematical modelling of observations with various instruments in physical sciences.
Generalized projection operators thus unify a number of mathematical considera-
tions and physical observation types under the same concept (see [10]).

Let 0 [SP be the viewing direction (unit vector in R®) of the surface of the object
B in R3 (B is arbitrary: it can be nonconvex, topologically different from S2, non-
starlike, disconnected bodies, etc.). The centroid of B is usually placed at the origin
for practical purposes, but this choice can also be left arbitrary. Here we assume the
object to be at infinity, i.e., so far away that the unit vector from a surface point to
the viewer is the same for all points of B (and its direction is w). This assumption
can be relaxed in a completely straightforward manner, so we do not discuss such
generalizations here.

2.1 P(w)

The generalized projection area L is obtained by the projection operator P operating
on the object: L(0) = P(w)B. In the case of simple projections (also called geometric



scattering), the kernel P is
P =p(w):= ,n] (18)

where 1 is the outward unit normal of a surface patch dg, and the integration region
A*(w) is over the parts of B for which 4 = 0 and the line from the surface point in
the direction of ® intersects no parts of B. Thus
1 1
L(w) =P((w)B = P(w)do = H(w)do. (19)
At(w) At (w)

In the more general case, P is given by

P(w) = S(Wp, (20)

where the expression S(J) represents a physical scattering model, and p is the intrin-
sic brightness (reflectivity function) of the surface; often one sets p = 1. Typically,
S is a linear combination of powers of L.

2.2 P(wo,w)

The general photometric projection operator uses two directions wp, ® (illumination
and viewing), so now we have
1
L(0p, w) = P (0o, w)do, (21)

At (wo,0)

where A" (wp, ®) := A*(wo) N A*(w),
P (wo, w) = S(Ho, W, )P, (22)

o := arccos( [y, W] Ho(wo) := [, NLJand a typical form for S is, e.g., a linear
combination of the Lommel-Seeliger and Lambert scattering models, multiplied by
some function of the illumination phase Q:

S = f(a)upo( +¢) (23)

H + Ho

(c is a constant or a location-dependent function).

2.3 P(w,D,d)

Radar experiments introduce two new data dimensions: range (or line-of-sight depth,
proportional to the delay of the signal) d and Doppler frequency if the object is
rotating. The latter is directly proportional to the line-of-sight (Doppler) velocity
D of a surface point, so we can choose D to be our observable here. Here we
use a coordinate system in which the z-axis coincides with the rotation axis of the
target. We consider the monostatic S?-case in which one antenna both transmits
and receives (Wg = ).



The delay-Doppler radar projection operator P (w, D, d) has the same kernel as P (®),
but the integration region is the subset of those points (X,y,z) [Blof A* for which
(when d is chosen to increase towards the observer and positive D corresponds to
approaching motion)

= (Xcosd +ysind)sinb + z cos 8,
= wsinf (Xsin$ —ycos ), (24)

O o

where W is a positive constant (2m/rotation period) and
W =0(0,0¢):=(sinBcosP,sinBsind,cosB), 0=08=<m 0=<¢=<2m, (25)

B and ¢ being, respectively, the usual polar and azimuthal spherical coordinates.
The projection of a curve of constant D in the direction of ® on a plane to which ®
is normal is thus parallel to the corresponding projection of the rotation axis, and 0
is the angle between the spin vector and the line of sight. This definition yields L as
a density function over D and d, so in practice the observable L(w, D, d) at discrete
(binned) intervals of d and D is given by keeping the usual A* as integration region,
but with the kernel

P(w,D,d) = Tp(D — D')Ta(d — d')S(ko, H)p, (26)

where Tp, Ty are peaked locally sampling functions (equivalent to the above if
T(x —x') = 3(x —X)). Here primed variables in the kernel are integration vari-
ables corresponding to the surface patches do. The properties of this operator are
discussed below., where we will also use a practical renormalized form D for the
Doppler-variable:

S

= -1<D<1. 2
Wwsin 6 (27)

2.4 P(wo,w,s)

The interferometric projection operator projects B on S? (plane-of-sky) and has a
convolution kernel for s [SF along a great circle on that S?:

P (wo,w,s) = T(s—s')S(Mo, 4, a)p, (28)

where s 3! is the point on the great circle closest to the projection of a point
of B on S2. The convolving function is caused by the optical interference pattern
of the instrument, and is typically close to the following theoretical point-source
point-spread function:

T(s)=-— , Z:=—S5, (29)

where R is the aperture of the instrument and A wavelength.

With interferometric data, we start to move from infinity to finite distances, i.e., the
projection of B on S? has a nonvanishing size. The next step is the possibility to



form actual disk-resolved though strongly convolved images through, e.g., adaptive
optics. These correspond to the operator P (g, ®, ), with Q [SP, that reads like
the radar one, but with € instead of (d, D). In practice,

P (wo, 0, Q) = Ta (2 —Q)S(Ho, 4, O)p, (30)

where T ranges from almost constant (the object is almost at infinity) to 3@
(completely disk-resolved image).

There is thus a continuum of projection operations from infinite to finite distances,
or from remote sensing to cartography. Radar projection is unique in its ability to
sample subsets of A" at infinity.

3 Inverse problems of P (wy,w)

3.1 Uniqueness, information content and stability

Here we mostly study objects B [CRE that have an S?-topology, i.e., are described by
a surface that can be mapped onto the unit sphere. A function series representation
of such a surface, when it is parametrizable by L?-functions, can be given by spherical
harmonics. The parametrizing function can be, e.g., the radius r(w), r [CRl, CSP,
or, for non-starlike bodies, the coordinate vector x(w), x [TRF.

Another important category of bodies uniquely describable by a single function in
S? is convex surfaces. Let the surface of a convex compact body be given by the
Gaussian image X(n) uniquely parametrized by the surface normal n, n = n(d, ),
0<9<=m, 0=<yY <2n. The surface patch do(n) is given by

do(n) = G(n) sinddddy, (31)

where the curvature function G =0 is

3, ) [
6 = AT (32)
and J is the Jacobian x
o0 = 55 L5t (3)

The L?(S?)-type curvature function can be expressed as a spherical harmonic (Laplace)
series

11T 1
G(d,y) = amY," (3, ), 0<9<mand0=sy <2m (34)

1=0 m=-—1

where the unnormalized spherical harmonics are

Y,M(9,p) = P (cos 9)e!™¥, (35)



P/™ being an associated Legendre polynomial. In practical computations, associated
Legendre polynomials are most easily generated using their recurrence relations.
Since G is a real-valued function, only coefficients gim, m = 0, are of interest, the
other coefficients being completely determined by these.

For any rotations, we can use the transform

1
Pr(Y,B, )Y\ (M) = Y,"(n)D{n(v.B, ), (36)

n=-—I

where PR is an operator transforming a function in any arbitrary rotation R(y, B, a).
Thus our model integral becomes, with the rotation R(0,8, ) moving the new z-
coordinate towards the projection direction given by ® = (6, ¢),

R ——
= S(cosd)  gm  Din(0,8,4)Y,"(n)do(n), (37)

Im n

L(w) -

so, because of the orthogonality of the exp-functions in D.%'?n we have

7
L(w)=2T  Om Y,°(n)S(cos 9)DYy, (0,8, ¢) da(n). (38)

Im 0

Finally, because Y\°() = Pj(cos &), we obtain

1
Lw)=2m  kgmY"(w), (39)
Im
where ]
ki=  S(X)Pi(x)dx (40)
0
With S = u",
k™= x"Py(x)dx. (41)
0
Using the recursion relations
(21 + 1)Py(x) = Pjy1(X) = P{_1(x) (42)
and
(I+ DPra(x) = (21 + 1)xPy(x) — IP_1(x) (43)
and integrating by parts, we have, for integer n, the recursion relation
(@) n (n-1)
= , 44
' l+n+1 "1 (44)

starting with k((]n) = -1, and for odd | kl(o) = (—1)0_1)/2%, while kl(o) = 0 for
even | > 0.

Thus ky = 0 for odd | > 1 for geometric tomography (n = 1), so the projections
contain information only on gim with even I. If n = 2, k; = 0 for even | > 2.
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Thus the scattering law must be at least of the general form (23) to hold complete
information on convex shape on S2-data.

Expanding the data as a Laplace series:

1 1
Lw)= fimY,"(0)= " LEY,"(0), (45)
Im Im
we obtain directly
. fim
Oim = —2]'[k| . (46)

The fact that we can relate each unknown coefficient gym to the corresponding one
fim of the data provides an analysis of the uniqueness and stability properties. Even
when the relation is invertible, i.e., the solution is unique (Hadamard 2 holds), we
can see that the relating factor approaches zero as I, m - oo. This means that even
a slight error [dn the data causes an amplification in the high-order terms of fim,
and consequently the inferred high-order terms of gjm blow up: clearly the problem
is unstable (Hadamard 3 does not hold: the inverse mapping is not continuous).
In practice, the series gjm must be truncated early enough: the effect of high-order
coefficients gjm on the observed brightness is completely drowned in the noise. In
other words, the smoothing property of the projection integral hides all the small
details of the target. In matrix parlance, cond(A) — oo for the diagonal problem
matrix A.

In fact, even if uniqueness formally holds through our choice of suitable power(s) of u
in S(M) and we suppress the fluctuation of high-order terms through regularization,
we still have a model noise problem leading to another violation of Hadamard 3.
Suppose we have n = 1 or n = 2: then the odd or even l-parts of gim are likely to
blow up in the same manner as high-order coefficients. In other words, the inverse
solution is very sensitive to our choice of S. This cannot be escaped by regularization:
we need to redesign our experiment (or observational set). Note that, in real-world
situations, we can never expect our scattering model to be exactly right, so our
problem should be as robust as possible against the insufficiency of the model.

To get rid of the nonuniqueness and model noise problem, let us see what happens
when we enlarge our observation space to S2 % S2. Y are the basis functions of the
irreducible representations of SO(3). We can also use the representations, i.e., the
rotation matrices DS])% (see Appendix A), as our basis for describing S? x S2-data.

Now the generalized brightness function is

]

L (wo, ) = Lo Pr(K, [8)G(n)S(K, Mo, a) do(n), (47)

with
H=sinPsind, W =sin(P —a)sind, (48)
and the rotation bringing the new y-axis towards 0 and keeping wg in the new Xy-

plane an angle a = arccos([tp, wNaway from w can always be accomplished by the
rotation R(K, [d), where

d=¢— g + [2S(y) — 1] arctan(cos B tan ) + S(y)m, [ arccos(sinBsinf), (49)

11



d
an .

= —[2S(y) — 1
K= S(y)n —[2S(y) — 1] arctan cosp (50)
with S(y) =1, y <0, vanishing elsewhere, sin 3 = cosy (cosp = 0), and
cosy = sin B sin(¢po — ¢) (51)

sin O
The values of the arctangent are in the range [—%, 7], and 0 <9,k <2m, 0 < [X .

Thus we get |:“q7|
L(wo,®) = Oim Dy (K LB) limd(a), (52)
Im mt
where the suitably defined Euler angles K, [d and the illumination phase angle o
define a point on S? x S?, and
) )
(@) = S(kbo, ) Y™ (9, ) sin @ d9 dy. (53)

a

Due to the orthogonality property of Dr(rl1)'¥n7 we know that observations at a given

. . Y () .
a can indeed be written as a series in Dy (K, [D):

L (0o, ®) = L(K, [)]o = cmﬁ;@an)@n(K, L) = [Dmﬁ}%, LD (k, ).
Im&n Im&n
(54)
Thus there are always equations directly relating a gjm to an observed D-series
coefficient C:n'?n' One can show that, with well-behaving scattering functions S, for
all | there exist such m’ and o that ljy{a) & 0, so information on all gy, is preserved
in L when a & 0. Thus we have

Theorem 1. S? x S?-data [actually even S2 x S! (i.e., a = const. B 0) suffices
at least with realistic scattering functions S] uniquely determine the curvature of a
convex compact surface.

Remark. Since there are several equations for one Qjm, the information content
of the data is manifestly more than sufficient for obtaining G. In practice this
abundance of information can be used for obtaining the values of additional free
physical parameters or to solve for gim simultaneously from an incomplete data set.

We can get the ratios of the scattering laws using various q, i.e., full S? x S2-data

are sufficient to solve for both gim (up to a scaling constant) and the scattering
functions aj(a) in a scattering law of the form
1

S(H Ho,a) = ai(a)Si(H, Ko, O). (55)

i
Writing this as a matrix function, we have a set of equations of the form
clm (o) = M(aa(a)gim CaB)gim = M () "™ (a), (56)
where CM) — [Clm@‘n Bo,—-lsm< I]T. Solution possibilities for further unknown

functions in S(|, Mo, ) exist. Above all, if S is suitably dependent on the function

12



p(w) describing the darkness of the surface, it is actually possible to solve for p(w)
and the shape G(w) separately rather than for the usual product p(w)G(w).

Furthermore, Minkowski has shown that the curvature function G of a convex surface
B uniquely determines its shape Xg (up to a translation of X), so we can state:

Corollary. S?xS2-data uniquely determine the shape of a convex compact surface,
and allow for the unique determination of scattering functions.

Finally, we state without proof the following important consideration from the point
of view of functional analysis:

Theorem 2. The mapping L(wp, ®) - X is continuous for convex bodies in usual
topologies (weak *; the inverse problem is conditionally well-posed in the sense of
Tikhonov).

This Minkowski stability is due to the strong stability (continuity) of the Minkowski
problem: while the inverse problem L(wg, ) — G(n) is ill-posed, the Minkowski map
G(n) - Xg is very stable. In practice, errors in the inferred curvature G (or surface
darkness map p) on S? are larger than the final errors in the shape in R3. Together,
S? x S2_data and Minkowski stability provide exactly the robustness against the
insufficient modellability of the scattering properties that we need. The convexity
assumption provides, via Minkowski stability, robustness on the shape solution. We
have thus been able to investigate the uniqueness, stability and information content
properties of our problem completely analytically.

3.2 Minkowski problem

Define the support function of a convex body as [(0) = [X(n), nCJwith inverse func-
tion for x as X(n) = MT(n)g(n), where the vector (subscript indicating partial
derivative) q7 = ([g] [ sin 9, O Jand M is an orthogonal matrix, with the follow-
ing n-based vectors as its rows: M = ROW[r]g , n$/ sin®,n"]. The mized volume of
two bodies R and S is

-

5 [R(9, ) Gs (9, ) sin 9 d9 dy. (57)
0 0

Let the volume of R be unity: Vg = V (R,R) = 1; then, as shown by Minkowski,
V (R, S) reaches its minimum exactly when R is homothetic with S [17, 18]. Thus
the Minkowski problem is equivalent to the problem of finding the support function
[r](from which we directly get the shape Xg) that minimizes V (R, S) from a given

Gs with the constraint V (R,R) = 1.

V(R,S) =

The discretization of the problem can be carried out either in function form (Laplace
series) or as polytope form. Using a Laplace series representation for []

[r(N) = ﬁﬁm(n), (58)
Im

(59)

we have



where . ]
#?::% Gs (9, 1) Y,™(9, ) sin 8 d9dy. (60)
0 0

In polytope representation, we have

V(R,S) = % lj A}S), (61)
i=1

where I, A R are the areas and distances from the origin of the facets of the poly-
topes R and S. The Brunn-Minkowski theorem states that the set {IJ-(R) IV(R,R) =

1} in R" is convex, so a local minimum of V (R, S) is the global one.

Let us consider the polytope form as for this we can prove that we can write an
automatically converging algorithm (the function form works just as well in practice
[15], but the polytope version is often more practical for direct shape rendering).

The discretized form of the Minkowski problem reads, with g := A®) | | .= ().
Minimize gL, g CRP, with V (1) = 1.

This, again, is equivalent to its dual problem

Maximize V (l) while staying on the hyperplane [L]g[3= const.

where the constraint equation is linear, which makes the computation considerably
easier.

The objective function, volume V , is given by
1
V=2 A, (62)

where Aj is the area of a facet as computed from |. The gradient of (62) is simply
A R and its projection onto the constraint plane is

_[A,gl]
Gord

Using the projected gradient T instead of the original A in methods that employ
gradient information to determine the direction of the iteration step ensures that
the constraint is fulfilled. The starting point of the iteration musourse7 satisfy
the constraint: a possible choice is, e.g., to set each lj to [QlglZl  g;.

f=A (63)

Constructing the polyhedron from | is easiest via the so-called dual transform. This
transform maps a plane with the surface unit normal n [SP and distance |l; from
the origin into a point X [RP

x =n/l;, (64)

and vice versa, i.e., a point given by X is mapped into a plane with corresponding
n and lj. The transform is well defined when |; > 0. It thus maps the facets of a
convex polyhedron into vertices and vice versa; the important point is that adjacency
information is retained, i.e., the vertices of a facet become the facets surrounding

14



a vertex, facets adjacent to each other become connected vertices etc. Thus, given
the vector | and the corresponding surface normals, one first performs the dual
transformation and finds the convex hull of the points obtained (using, e.g., the
procedure of [6]). The facets of the convex hull in dual space are then transformed
into vertices in home space; the vertices belonging to a facet are obtained from the
information on the facets surrounding a vertex of the convex hull in dual space.
This completes the construction of the convex polyhedron corresponding to I; the
computation of Aj(l) is simple geometry.

It is useful to shift the centroid of the polyhedron to the origin at each iteration
step, i.e., the elements lj of the present vector | are changed to lj — nj - X¢, where X
is the computed position of the centroid. If the final vertices are to correspond to
the facet areas given at thg-beginning of the iteration, each vertex coordinate must
be scaled with the factor — [AIIZIgI dt the end of the iteration (if the initial guess
for | is the one given above). The direction and size of the iteration step can be
determined using standard methods such as conjugate gradients; when implementing
line minimization, any trial steps (in, e.g., bracketing the minimum) leading to
negative values for any l; must be contracted back to the positive region by, e.g.,
bisection. The procedure of [14] avoids explicit line minimization by estimating
suitable stepsizes for the steepest descent method.

3.3 Numerical strategies and nonlinear formulation

The convex inverse problem can be cast in the form
L=Ag, L [R"gL[RM. (65)

If g describes the areas of the facets of a polyhedron, the positivity constraint is
easy to check: we must have gj =0 for all j. Also,

1
Vjgj = 0, (66)

J
where the unit vector vj is the chosen surface outward normal of the facet j (we
typically use the facet normals of a sphere triangulated in the standard manner, see
Appendix). These constraints are necessary and sufficient for g to describe a convex
polyhedron. If the constraint (66) is omitted, g is taken to include variegation of
surface darkness.

The matrix A is given by
1 i 1
Aij =Sj 1" pj, (67)

where S;j and p;j are the scattering model and surface darkness of facet j (usually
we set p = 1); pdn — [wjvj Cand u(()ij) = [Whjvj LIwhere wj and wpj are the viewing
and illumination directions for the observation i. For p) < 0 or u(()ij ) < 0, Ajj=0
due to convexity.
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The standard solution of (65) by minimizing the square norm
X* = lIL = Agll* (68)

using least-squares normal equations or singular value decomposition would usually
produce negative gjs. Any regularization scheme, such as maximum entropy method
or an application of statistical inversion, would introduce an a priori element rep-
resenting conditions that are not necessarily true or knowledge we do not really
possess. All we really know is that the gj must be positive: other than that, they
can vary arbitrarily if we relax the convexity constraint.

The easiest way to guarantee positivity is to represent each gj exponentially, the
optimization parameter being now the exponent aj:

gj = exp(aj). (69)

The values of aj are not constrained, so this is much more practicable than using
penalty or barrier functions to keep gj (as actual parameters) positive. Also, since
the surfaces of constant X? are convex surfaces (hyperellipsoids) in g-space, there
is one and only one vector g with gj = 0 for all j that minimizes X2. Because the
exponential function is monotonous, only one vector a corresponds to that g; thus
the smallest X? solution is unique in the exponential formalism. For a large number
of facets, conjugate gradient optimization is useful (see [20] for excellent descriptions
of various numerical methods).

Another discretization method is to use function series. If we represent an object’s
curvature function as an exponential spherical harmonics series, the positivity con-
straint is automatically fulfilled. Again, we lose linearity (and the corresponding
analytic properties discussed earlier), but gain the possibility of stable inversion
without regularization. Thus,

- — -
G y)=exp  amY," (S V), (70)

Im

where (3, ) are the spherical coordinates of the surface normal. Now we can use
the basic generalized projection integral
(I

L(0g, w) = N SG(9,y)da, (71)

directly in practical computations. The numerical integration of (71) is easy to
perform as a sum over a triangulated unit sphere, using the facets to approximate dg;
with a dense enough triangulation, the error is negligible and no ‘fancier’ methods
with rotations and quadratures for double integration need be used (though these
are usually somewhat faster). The triangulation returns (71) to (65) and (67), with

gi = G(35,Vj) Ao, (72)

where A0j is the area of the sphere facet corresponding to (8;, Yj).
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Since we are minimizing a nonlinear least-squares function (68) and the number of
the coefficients ajm to be solved for is not large (typically from, say, 40 to 100), it is
advantageous to use the Levenberg-Marquardt optimization scheme.

Fig. 1 shows sample observations (time series plotted along the azimuthal view-
ing phase ¢ of the target) of the asteroid Golevka (with an arbitrarily normalized
intensity L), together with the modelled L, and Fig. 2 is a view of the shape recon-
struction. The viewing geometries are indicated in the plots (the geometries were
obtained with the spin state determination procedure explained below).

3.4 Solving for the spin state and scattering parameters

We have seen that S? x S? data provide more than sufficient information for shape
determination, so we can use this abundance to solve for other parameters in the
problem: those determining the spin state and the scattering behaviour on the
surface.

There is an important ambiguity property for the spin state solution from data
obtained in a naturally arising restricted observing geometry. In the following, we
prove and discuss this property.

Let x = (X,Y,Z) denote a vector in a coordinate system fixed to the target (i.e., ro-
tating with it, z-axis aligned with the rotation axis), and x" a vector in a nonrotating
system (denoted by primes) where the rotation vector points at the direction given
by the spherical coordinates (8, ¢’) (rotation is in the positive direction around this
vector, with period P). Then x’ and x are related by

x =Rx/, (73)
where or
R =Rz (90 + 5~ (t = to))Ry(8)R (), (74)

where t is the time, Q¢ and the epoch tg are some initial values, and R;(@) is the
rotation matrix corresponding to the rotation of the coordinate frame through angle
@ counterclockwise about the positive i-axis. In particular, R; (@) is

—1 )
cos@ sing 0
Ry(9) = L—king cosp 0 L (75)

0 01

Ambiguity theorem. If the viewing and illumination directions w’ and wj in
a nonrotating frame remain in the same plane at all times of observation tj, the
infinite-distance observations of a body B, with surface points b = (X,y,z) and
rotation vector B’(6’,¢’) given in a coordinate system whose equatorial plane is the
invariant plane, are indistinguishable from those of a body B with b = (X,y,—2)
and B/ = p'(0', ¢’ + ).

Proof: We choose the invariant plane defined by @’ and w(, as the equatorial plane
of the nonrotating system, so the z’-coordinates of the viewer and the illumination
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source are zero. From (75) we have
Rz(¢" + m)x/|;=0 = —Rz(¢")x'|z 0, (76)

so (74) yields
X(q)/ +T, X/|2E’—-0) = —X(CI)/, X/|z&0)- (77)

Since @q is arbitrary, we can set Qo = Qo + T (as (X,¥) - (—X,—Yy) corresponds
to a trivial shape rotation of T in the Xy-plane). Therefore a vertical mirror-image
shape B (z » —z) with a rotation direction changed by ¢’ — ¢’ + T has the same
viewing and illumination directions with respect to the body shape as B and thus
yields exactly the same observations as those of B. [

This ambiguity property affects all data that are not two-dimensionally resolved in
a plane projection, i.e., in this sense equivalent to observations made at infinity.
Thus it appears also with radar data in addition to photometric observations. The
coplanarity of w’' and w( is a case often approximated in the solar system as many
targets move close to the plane of the Earth’s orbit around the Sun. For such targets,
only observations with resolved plane-of-sky projections can properly remove the
spin direction ambiguity.

The spin parameters can be added to the problem by using the defining rotation (74)
in the nonlinear formulation. The form (74) is based on physical a priori assumption,
the so-called relaxed or principal-axis rotation. If the target precesses, the model
can be changed accordingly [8]. In fact, it was precisely the inadequacy of (74) for
a target (the asteroid 1862 Apollo) that led to the detection of the visible effect of
sunlight (photons) on the dynamics of celestial bodies [11]. The inverse problem
model had to be expanded by adding an accelerating term (and parameter) to (74)
as otherwise the observations could not be explained.

If the time series (lightcurves) of the data set cover many years and apparitions, the
period space is filled with densely packed local minima. The smallest separation AP
of the local minima in the trial period P-spectrum of the X? of the lightcurve fit is
roughly given by

AP 1P

B ToT
where T = max(|t—tp|) within the lightcurve set. This derives from the phenomenon
that if P is changed by AP, the minima and maxima of the model lightcurve at
to = T will undergo a phase shift of T so they will typically be at roughly the same
places as with P. The separation AP repeats over the whole of the X?-plot and
depends only on the epochs of the lightcurves. The P-spectrum is also modulated
by other, longer AP’s corresponding to apparition gaps shorter than T.

(78)

The scattering parameters of S can be included nonlinearly in the same manner as
the spin ones. If a parameter p is to be restricted to some given interval [a,b], it is
practical to write p in the form

exp(c)

p:a+(b_a)exp(c) +1

: (79)
where € is the optimization parameter/function.
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The application of the methods above has made it possible to model thousands of
minor planets of our solar system that would otherwise remain unmapped (for prac-
tical procedures see, e.g., [7, 9]). The ability of the generalized projection approach
to depict the shapes of planetary targets (including good convex approximations
of nonconvex targets) has been well tested by comparison with images from space
probe flybys, laboratory tests, and other data [7, 3, 13, 16].

4 Inverse problems of P(w,D,d)

It can easily be seen that, for analytical results on radar data, we have to confine
ourselves to targets whose shape is known in order to obtain a provably unique solu-
tion for the inverse problem: if the shape is unknown, the problem becomes strongly
nonlinear and is no longer analytically tractable as we lose the possibility to use the
Gaussian image in S? (even for convex bodies) when we require direct representa-
tions in R3. Here the target is taken to be spherical since this makes a compact
and useful formulation possible. In this way we can prove uniqueness theorems for
inverse problems of radar data corresponding to generalized projection operators.
The sphere is also a shape often encountered in practice as many planetary targets
are spherical (see [5, 19] for a description of planetary radar measurements).

By spherical radar inverse problem, we mean the problem of obtaining information
on the reflectivity function(s) and scattering function(s) of a spherical target with
radar-type projection operators. The radius of the sphere is chosen as the unit of
distance, and the reflectivity function is described by p. When referring to a point on
the sphere, we use spherical polar coordinates (9, ). Analogously to the curvature
function in the photometric case, the reflectivity function can be expressed as a
Laplace series

11T 1
p(d W) = LAY, (3, 0), 0<d<mand0 <y <2m. (80)

1=0 m=-—1I

4.1 P(w,d) and the inverse solution

The range-dimension case is best studied with two coordinate systems. The rectan-
gular system (X,Y, z) rotates with the sphere such that the z axis coincides with the
rotation axis, while a coordinate system (Xr,Yr, Zr) is oriented such that the positive
Z, axis always points towards the radar. In the latter system, iso-d contours are thus
concentric rings around the radar direction W, and l =cosdy =z, =d, -1 =d <1,
so the scattering function is expressed by S(d). Since the reflectivity function in
(80) is expressed as a function of the spherical coordinates in the system (X,y,z),
we must rotationally transform this function to calculate the projection integral in
the system (Xr,Yr,Z¢). This is done by using the rotational properties of spherical
harmonics as earlier with P (w).
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By setting the Euler angles in rotation R(y, 3, a) to

a = ¢
B =0 (81)
y =0,

where 8 and ¢ are as in (25), we perform the rotation (X,y,z) - (Xr,Yr,Zr) and
thus have L (as a density function of power per an infinitesimal width of d)

L — — .
L(8,¢,d) = S(d) p(d,p)dp =2nS(d) Ll Dy (0,8,0)P™ (d)dmee,

0

Im m (82)
so, using the identity
Y\™(8, 1) = D (0,9, ), (83)
we obtain 1
L(6,¢,d) =2nS(d)  Pi(d) G Y,"(6,0), (84)

Im

where Pj are Legendre polynomials.

Uniqueness theorem 1. Complete ® [SF and range coverage 0 < d < 1 of L(w, d)
of a unit sphere uniquely determines (up to an arbitrary multiplicative constant)
both its reflectivity function p(w) and scattering function S(p).

Proof: If observations are given as

1
Lobs(0, $,d) = am(d)Y,"(8, ¢) (85)

Im

(aym can be a function series in d or equivalent), we can then define coefficients bjm

as
a.m(d)
Pi(d)
with the condition that F(d) be the same for all Im (at those d for which P(d) =
0 or S(d) = 0, of course am(d) = 0 in our model, so such points represent no
singularities). For example, we can choose bog = 1, so bym = ajm(d)/[age(d)P;(d)].
Thus we can write

= bymF (d) (86)

1
Lops = F(d) bimY," (8, &)P;(d), (87)
Im
i.e., we immediately have )
_ Om
A = o (58)

and we directly obtain the scattering function S(H) = F(d). [

Remark. More complex forms of the scattering function are also possible. For
example, instead of one S(U), we may have a linear combination of several inde-
pendent Sj(H), each coupled to their own reflectivity function over the sphere. The

projection operator kernel is now of the form
1
P = Si(u)pi do. (89)
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Thus we have

C—1 01 .
L®,d,d) =21 Si(d)  Py(d) Ay, (8, ), (90)
i Im
and now a (d q‘
g = R o1

1

where we can expand the observed left hand side with, e.g., any suitable orthogonal
polynomials Fj, and define these polynomials and their weights to be the scattering
functions and the coefficients of the corresponding Laplace series for reflectivity
functions.

Corollary. Complete L(w,d)-data solve the spherical radar inverse problem com-
pletely, yielding all the unknown parameters of reflectivity and scattering functions.

4.2 P(w,D) and the inverse solution

Transmitting a continuous wave (CW) signal to a rotating target and measuring the
echo power at different Doppler frequencies is a particularly simple radar experi-
ment to perform. Thus it is of interest to study theoretically the possibilities and
limitations of this technique.

As before, we use two coordinate systems sharing a common origin at the sphere’s
centre. However, now the y, axis coincides with the direction of the radar and the
Z, axis lies in the equator plane of the sphere. The coordinate system (Xg, Yy, Zr) is
obtained from the system (X,y,z) by the Euler angles

a = n/2+¢
B = m/2 (92)
y = m/2+6.

By the definition of the coordinate system (Xr,Yr,Zr) we have U = Yy, and the
Doppler frequency D is correspondingly now written as D = —w z, sin 6, where the
posmve constant w depends on the rotational velocity of the sphere, so now we have
D=-z = —cosd, —1 < D<1 (9 and Y referring now to the coordinate system
(Xr,¥Yr,2r)). The observed echo power L(8,¢,D) at a fixed Doppler frequency is
obtained by taking a line integral along the ’visible stripe’ cosd = —D = constant
and is thus (expressed as a density function per dD = sin 9 d9)

]
L@, D)= p(5 ¥)S(yr)dy. (93)

0
Our problem is to solve the function p from this integral equation.

If we assume that S =y, n > —1, n IR, we can, using the rotational transform
and ) .
Yr =sin9sinP = (1 — cos? 9)2 sinP = (1 — D?)2 sin Y, (94)
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write (93) as

A n q
L(w,D) = (1—D%2  p(8,¢)sin" dy
0
o0 1 ) 7B
= (1—-D%)2 (| Dyt (Vs B, 0)P™ (=D) 15 (95)
I m=-—I mtE—|
where
INo= &M ¥sin g dy. (96)
0

If n is an integer, I} ocan be computed in a closed form. In the case m’ + n is an

even integer and |m’| < n,

IirI] 1

rrrll‘:]: n (5)n (1) 2 mn - (97)
2

If m" + nis even and |m’| > n, I ovanishes (and, what is more, I[}ovanishes only
in this case). If m’ 4+ n is odd,
C 1]
T () (98)

I — |\ == .
m™ (2| m’ +n — 2k

k=0

Using (155) and (92) we can write (95) in the form

cpon | 1 | Mh o m™ A ai(m -+me)
L(6,¢,D)(1—D%)"> = Lind KmP1 (—D)e . (99)
I m=-I mL_'I_-_|
where _
kO, = efmrmin2yn 40 (n/2), (100)
ds])% being described in Appendix A. Thus we have written the integral equation

(95) in a new form; the measured quantity is on the left hand side and the function
to be obtained, represented by the coefficients [gl, is to be extracted from the right
hand side. If we have complete coverage of L(8, ¢, D) in the (0, ¢, ﬁ)—space, we can
use the orthogonality properties of the functions P/ and eli-).

4
- - 3 AN I 2 (I+m)!
imé ik _ m,_ m 2 (1+m)
. e e dd = 2mdmk, _1P| (=D)P"(=D)dD T (=) Sik,
(101)
(m, Kk, 1 7Z) so that
sm? (I+m)! n — LA _
N1 (= KmmbeA = LG.4.D)(1 - D%
P (—=D)e 1M M) 45 do dp (102)

for all =I < m~< 1. On the right hand side, the range of 8 is [0,2m]; this can be
formally accomplished using L(0,¢,D) = L(2m —6,¢ + 11,—D). In practice, the
integral over 8 means that L can be expressed as a Fourier series in 0.
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If at least one m’, =l = m'’< I, can be found, for which kr(rl1)£n 2 0, the coefficient g}
can be solved; below we will show that this is indeed the case. It is also interesting to
note that because (102) usually provides many equations for an unknown coefficient
LA, the amount of information available is more than needed for the determination
of the coefficients. This case thus resembles the photometric one.

The series describing the reflectivity function does not have to be truncated a priori:
the accuracy and density of the observations determine to which degree | and order
m the right hand side of (102) can be computed. However, for planetary targets
the coverage of the subradar latitude 0 is seldom sufficient for even a crude estimate
for the integral in (102), i.e., for the Fourier series of the reflectivity function in 8.
This means that the unknown coefficients must be solved by linear sets of equations
through (99). Again, this is analogous to the photometric case, particularly as
regards the regularization of ill-posedness. This approach is also necessary if the
scattering function is more complex than the simple power function here. However,
it is interesting to notice that if the scattering function is of the form S = pyu" +popP
where p B n and the difference between p and n is an integer, a solution analogous to
(102) can be obtained using the orthogonality relations and the recurrence relations
for associated Legendre polynomials.

The main difference between the radar case and the photometric one is that the
latter can be studied via the Gaussian image sphere (the S?-mapping encompasses
radii of convex shapes in R3), while in the former no such mapping is available as d
and D are directly related to the spatial dimensions of the target, so we are restricted
to the sphere directly in R® in our uniqueness theorems.

We now prove the uniqueness of the Doppler-radar solution. Let | and m be fixed.
We will show that kr(rl1)£n B 0 at least for one value of index m’, —l = m’ < |. In what
follows we will use the following lemma (for proof see [10]):

Lemma. Let n > —1 and m’ [R. The integral 1{}is zero when and only when
Im|=n+2k, k=1,2,3,..

Uniqueness theorem 2. Let n > —1,1 = 0,1,... and =l = m < |. Among the
coefficients kr(rl1)£n in (100) there is at least one nonzero. Hence three-dimensional
(6, ¢, D)-data determine the reflectivity function p uniquely.

Proof: Let | and m be fixed. If | + n is not an even integer, we choose m’ = I.
I—m
According to the lemma and (158) 1" 2 0 and dl(r|1)1 (n/2) = % 80, so kO g o.

Im
If I + n is an even integer, we choose m' =1—1 (I > 0; kég)n g 0; IFI—l) g 0). It can
easily be seen by inspection from (158) that dg:)_l)m(]'[/2) = 0 only when m = 0 and
thus kéll)—nl)m 2 0 when m E 0. If m = 0 we can write using (159)

A (n/2) = df)_5(1/2) = D§) | (0,1/2,0) = ¥,"™ (1/2,0) = P, "™ {0). (103)

As is well known, P|k(0) B 0 when | + Kk is even. If | is even, we can choose m’ = 0;
if it is odd, we choose m’ = 1. In both cases dr(#)@(n/2) B Oand M| =n+1;
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thus, taking the lemma into account, it is directly seen that I8 0. Therefore
Hn
Kmo 2 0.1

Remark on information content. In addition to establishing the uniqueness of
the inverse solution, it is interesting to examine how small datasets still fulfill a
uniqueness property. For this purpose, (99) has the special property of being a sum
over three indexed functions and variables, while the orthogonality properties of
two functions pertaining to a pair of indices are already sufficient to yield uniquely
solvable equations for Lg] with any given I, if the scattering function is suitable.
In Appendix B we show that if S = p", n > —1, and n [R is not an integer,
2-dimensional L(8, D)-data corresponding to any fixed phase ¢g already determine
the reflectivity function p uniquely. This underlines the importance of coverage in
the polar angle 6.

The above discussion of the properties of Doppler-resolution, together with the fact
that range-resolution radar data already completely solve the spherical radar prob-
lem, underlines the fact that it is the range-resolution possibility of radar experi-
ments that carries the most part of the crucial additional information that makes
radar observations so powerful. Simultaneous range- and Doppler-resolution offers
even more information obtainable with numerical routines. This case can be writ-
ten as a straightforward extension of the P(w,d)-formulation via the examination
of the surface patches of the d = const-circle intersected by the D= const-stripe,
but this introduces no obviously useful additional analytical properties relevant to
the analysis here. In fact, infinitesimal surface patches of this kind are ill-defined
on the part of the surface where the D-stripe is tangent to the d-circle, i.e., when
D2 +d? = 1. Patches close to this region are very different in relative size and shape
from those in the region where the stripe is normal to the circle, so in this sense
(D + AD, d + Ad) -patches sample the surface unevenly.

5 Generalized profiles

5.1 Images from adaptive optics

Consider the case where images 1 (w,0p) obtained at various viewing and illumina-
tion directions W, Wy [CSP are available, but the infomation in these images is only
contained in the boundary curves between the dark background or a shadow and
the illuminated portion of the target surface. This situation is typical for faraway
objects in space for which low-resolution images are available via large telescopes
through adaptive optics (AO) or other deconvolution and image processing tech-
niques. Due to the deconvolution process, the actual brightness levels of the pixels
in these images tend to portray artificial and exaggerated features, so they are usu-
ally less reliable than profile contours, i.e., the locations of the light/dark boundary
pixels [1, 16].

As the coverage of viewing geometries is seldom wide enough to enable a full re-
construction of the model from images alone, we also consider the possibility of
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augmenting the image dataset with a set of measured brightnesses L(w, 0g) of the
target at various observing geometries. Subsets of these, measured within some
time intervals, are called lightcurves. The possibility to use images 1 both serves to
reconstruct more details in the model and to use a combined dataset for successful
modelling when neither the available L nor 1 are sufficient alone.

The ratio of profile contour pixels to all pixels of the target is approximately 4/D,
where D is a typical diameter of the target in pixels. For the largest few asteroid
AO targets, D is around 30. When D is less than about 10, the location accuracy of
the border pixels is not necessarily very much better than the brightness accuracy
of the pixels, but on the other hand there is no particular loss in the number of
information points when only borders are used. For higher D, border points are a
smaller subset of available pixels, but now their location accuracy is far better than
the brightness accuracy of all pixels.

The profile contours of the AO images are obtained as a solution of a separate in-
verse (or imaging) problem, where an approximation of the atmospheric point-spread
function (PSF) is first used to deconvolve the raw image (with, e.g., connectedness
of the processed image as a constraint), and the contours can be separately mod-
elled with wavelet techniques. This independence from the actual model of the
target is advantageous in the sense that the assumptions and inevitable deficiencies
of the model (particularly in the adopted light-scattering model on the surface) do
not affect the outcome of the AO image processing. On the other hand, from the
methodological point of view, all information should usually be employed simulta-
neously when solving an inverse problem, so another approach would be to use the
raw AO image data and the approximated PSF directly in model construction with-
out separate image deconvolution. However, in practice it appears that the profile
curve extraction procedure, in particular, retains valuable independent information
[1, 16], and the model deficiencies affect the fit deviation between the predicted and
observed model profile curves less than they affect that between the full model and
AO images. What is more, below we show that the profile curves convey almost
as much information on the shape as the full images, so we can conclude that the
two-step inversion of AO (and brightness) data is well justified.

5.2 Uniqueness results

In this section, we define the concept of generalized profiles as boundary curves
corresponding to generalized projections, and show that a large class of shapes is
reconstructable from these. Let us first look at classical profiles defined by one
direction @ [SP,i.e., w9 = w. The projection P (w, B) [RP of a compact set B [RP
(a set of points on closed surfaces) in the direction @ [SP maps x [Bl - » [Pk
—1
010

= 001 RO HRW)X (104)

where 0 <9 <m,0 < | < 2m are the polar coordinate angles defining

W = (sindcos Y, sin Isin Y, cos B),
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and, as before, Rj(a) is the rotation matrix corresponding to the rotation of the
coordinate frame through angle o in the positive direction about the i-axis. For
9 =0, % = Xj,i = 1,2, and for 9 = T, 311 = —X1, 30 = Xp. Only a half of S? is
needed for defining w as _

#i(w) = (—1)'%i(—00).

For some definitions below, we need to give the three-dimensional position X, (w) [
R3 of the planar points s:
I:OI 1
T
Xoe(@) = Re(=4)Ry (5 = 9) [5d £ (105)

2

Definition 1. The profile Ps(®,B) of B in the direction w is the boundary of its
projection P(w, B):
Ps(w,B) = 0P (w,B)

(the specific notation Py is used for emphasis). More specifically, Py(w,B) is the
mapping X — s from those points X [Blfor which, for all lines X 4+ Sw parametrized
by s,

1
Pa(w,B):S@s__lEG]IKPO:‘B(X+SQ);9,EBEBI,O< Zp , (106)

where PB(L; 0, Dldenotes a parallel transport, perpendicular to the line L, of L by
the amount [Th the direction 8 [SF in some system around L.

Definition 2. The cylinder continuation (CC) C(w,S) of a set S of points x [P
is the set of points in R3 given by
L1 L1
C(w,S)= X+swX [St—co<s<oo . (107)

Definition 3. The profile hull H IR is the bounding surface of the set of points
formed by the intersection of the CCs of the projections P in some directions wj,
i =1,...,N, corresponding to measured profiles Py (w;j) [IRP:

— 1 é ]
H{Pa(0i)y}) =0  C(wi,Si), Si= X.(w)Z CPl(w;) .  (108)

Remark. For practical purposes and clarity, we assume H to be constructed such
that it has a closed surface as a boundary, though this is not strictly necessary in its
definition (we could define H as set of points rather than its bounding surface). Thus
B and H are in the same object class. Similarly, we use the concepts of projection
and profile (or body and surface) somewhat interchangeably when the meaning is
obvious.

Many bodies can be reconstructed to arbitrary accuracy with profile hulls. A convex
body is already determined by its H constructed with a full coverage of the directions
w confined to any plane in R3. In real profile measurements, however, the position
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of the profile in the s-plane is usually arbitrary, i.e., the profile is determined up to
a translation s of the profile plane origin. Then data restricted to planar directions
are not necessarily sufficient even for convex bodies: the profile offsets sq; of a
convex body are not always uniquely defined by the profiles P (wj) via the profile
hull H when w; are confined to a plane. This is simple to illustrate by considering
curves in R? and their projections in R at directions in St.

If the curvature function C : S & R of a closed convex curve in R? is given by a

real-valued non-negative Fourier series

I:rr!(p
C(p)=LC1dcne™ =0, n=0,

n

where ¢ denotes the direction of the outward normal of the curve, the projected
width w(¢) of the contour in that direction is

LA/

1
w(d) = C(Y+¢)cospdp = I cre™? Iy,
—T/2 n

where —l,,

Ih = cos NY cos Y dy

—T/2

and forn 81 —1

—1 0 n=3,5,7,...

In = I:;é(nz—l) n=2,6,10,...
(1-n%) n=0,48,...
and ¢; = 0 since 11 E 0 and we must have w($p) = w(¢p + 1). Thus w(d) carries
no information on the odd-valued n-coefficients of the curvature function C(¢) that
uniquely defines the shape of the curve (cf. convex surfaces in R®). Thus, for cylin-
drical convex surfaces in R3, the observed profiles in the symmetry plane can be
made to correspond to any odd parts of C(¢) with suitable chosen offsets 3. A
typical case is that of shapes mimicking a circular cylinder with constant C in the
symmetry plane: for example, if we change s = 0 to

@ = R(— vy cos(® mo T
A2(8) = R=DF [V cos(@mod s — 1) = 1], (109)

the reconstructed shape is a cylindrical Reuleaux triangle. This degeneracy occurs
since for projections R? — R the volume of a profile is equivalent to the profile itself
up to an offset. An additional profile from a direction perpendicular to the plane
resolves the degeneracy.

Thus, in general, we need data at full @ [3? for a unique reconstruction of a
body when the profile offsets are not known. The principle in the reconstruction via
the profile hull H is the requirement that H must be consistent with the observed
profiles, i.e., the profiles of the constructed H must be identical to the observed ones:

Palwi, H({Pa (wj)I]£1})] = Pa (i)
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(otherwise the volume of the intersection defining H is not maximal).

Let us denote by the complete profile hull Hc the profile hull for which w covers all
of S2. The complete profile hull He (B) of a body B is the envelope of those of its
tangents that do not intersect B anywhere. Then we can define a class of surfaces
that includes convex ones but extends far into nonconvex surfaces:

Definition 4. Tangent-covered bodies (TCBs) are bodies that are their own com-
plete profile hulls: B = Hc(B). Thus, each surface point X [Blof a TCB is mapped
at least to one Py ().

TCBs include a large variety of nonconvex surfaces or sets of them: for example,
a body consisting of two separate spheres is a TCB. While convex bodies C are
reconstructable from the volumes of their generalized projections and are defined
by having no tangents intersecting the body, TCBs T are reconstructable from
profiles and are defined by there being at least one tangent at each surface point not
intersecting the body elsewhere.

Let us now generalize the concept of profile in the same way as projections. This
leads to a shape class G, larger than TCBs T, that can be reconstructed from
generalized profiles:

C C1T1LCGl

When we consider the directions (w,wp) in S? x S?, the region both visible and
illuminated on B is given by

A (w,w;B) = A (w;B) n Ay (wo; B), (110)

where 1

1 %
Ai(w;B) = x [BIMDAX),w[(=0; [S>0:x+sw [Bl (111)

where V(X) is the unit surface normal at X. The projection P of the boundary 0 A+
is now the generalized profile:

Definition 5. The generalized profile of the body B in the direction w and at
illumination direction wWq is

OP[w, A+ (w,wo;B)] = Plw,0A+ (0, wo; B)]. (112)

The shape class G is not as straightforward to define as C and T. We can, how-
ever, prove configurations allowing unique shape determination that illustrate its
extension from T .

Theorem 1. Assume that we know some parts K of a body B from profile measure-
ments. There exist configurations in which unknown parts U of B not determinable
from profiles can be uniquely determined from the gemeralized profiles of B by using
the shadow boundaries of K on U.

Proof. Assume that Hc (B) is defined, and that it contains a planar section K, and
that B contains in this region an unknown concavity U (corresponding to Hc \ B).
Also, assume that all points of U are seen from the viewing direction w [K 1and
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that the illumination direction wg lies in a plane [K]lwith 8 = [{ah, K). Then the
planar edge curve of the concavity U can be determined when 6 — 0:

ouU = %ir%aS(e) := 0Sy,

where 0S denotes the projection of the shadow boundary in the direction w on the
plane K. At various 0 < 06 < 11/2, we can measure the shadow boundary projections
0S(0), and thus extract the projection 0S(8) of the shadow boundary inside U:

dS(8) = aS(0)\9S(8), 0S(B) :=aS(0) n 3Se.

Then the envelope in R3 of the intersection curves of the cylinder continuations of
0S(8) in the directions of ® and wo

Clw, dS(8)] n Clwg, 3S(8)]
uniquely constructs the surface of the concavity U (when U is suitably regular). [

Theorem 2. There exist configurations in which unknown parts U of B can be
uniquely determined by using their shadow boundaries on the known part K.

Proof. Let B be a combination of a TCB E and any surface D (E n D = Othat can
be determined using profiles in the directions w for which the profile intersection

Q(w):=P(w,D) nP(w,E)

vanishes, Q = [{the whole of D is in the known part K). The unknown parts are
assumed to be on E (they cannot be determined using the above w). Now the parts
of profiles of E that merge with P(w, D) at some w, i.e., Q(w) 8 [ hre represented
as shadows on D that we assume we can see from some directions ®’. The full or
partial profiles of P (w, E) for which 0P (w,E) n Q = [Cdan be determined as usual,
and, with a known D, the remaining parts 0P (w,E) nQ & [chn be determined from
the shadows on D. The intersection

OW = C[w’,0S,(w’)] n D,

where C{w’, 0Sp(w’)] denotes the cylinder continuation corresponding to the observed
projection of the shadow boundary of E on D in the direction ®’, can be used to
determine the projection P (OW, ®), which completes the missing parts of the needed
profiles. Now we have constructed the set of full profiles of E at all ® [SF, so E can
be constructed as it is a TCB. [_1

Continuing in a similar manner, we can construct more complex variations of the two
cases above to explore the shape class G. In practice, directions (®, 0g) seldom cover
S2 x S? extensively or densely, so the shape is reconstructed within some resolution
(discretization degree of the model) and a priori assumptions, as discussed below.

6 Combined profile contour and projection volume data

Let us now consider the inverse problem of determining the shape and spin state
of a body B from some measured generalized profiles 0P [wj, A+(0j, 0oi; B)] and the
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volumes L (woj, wj) of generalized projections. Typically, the profiles are obtained at
restricted geometries and their resolution level is not high. When a dense coverage
of geometries and high resolution are available, direct methods of computer vision
and cartography are usually applicable.

Our goal is to construct a total goodness-of-fit measure Xz,

Xot = X2 + NoX5 + Arg(P), (113)

where L denotes lightcurves, 0 generalized profiles, and R regularizing functions
g(P), where P [RP is the vector of model parameters. We note here that the addi-
tional g(P) make X3, pseudo-X? as it no longer describes an underlying (assumed)
Gaussian probability distribution (though g(P) may be X?-like in their functional
form). When probability densities such as a posteriori distributions are constructed
from X2, one can assume X2-distributions (of the form e~°X") only for the data com-
ponents, and other suitable (prior) distributions for the regularization components
such that the maximum of the a posteriori distribution occurs at arg min X3 (P ).

Here we do not include the conventional 1/82-factor in X°-forms, where & is the
expected (Gaussian) error variance (noise level), since 6 is seldom known exactly,
and it does not affect the determination of our point estimates. Suitable parameters
for Gaussian or other distribution widths can be inserted separately whenever we
want to construct a distribution.

The volumes of generalized projections are also called total or disk-integrated bright-

nesses ] 1
L(0g, w) = S(X; W, 0)[@, v(x) o (x) = SIP 1w, A+, 2); 0o, 0]d?
Ay P(w,Ay)
(114)

where v(X) and do(Xx) are, respectively, the outward surface normal and surface
patch of B, S(X;wp,w) describes the intensity of scattered light at the point X on
the surface, P _1(00, AL, ») is the point in Ay corresponding to the projection point
s, and d%s¢ is the surface patch of the projection P. In its basic form,

Xt = L (0o, 0i) — LD (0, wi)]? (115)
1
(assuming a constant noise level; see [6] for modifications and variations of this).
L-data on S? x S? uniquely determine a convex body and the solution is stable, but
L-data do not carry information on nonconvexities in most realistically available
S2 x S? geometries in practice. Such information must be provided by AO or other
techniques.

For many typical AO targets, the generalized profiles are starlike due to the prox-
imity of w and wg and some regularity of the target shape at global scale. Then we
can write X¢29 by considering, for each profile i, their observed and modelled maximal
radii (from some point within the profile) on the projection plane » = (&,n) R
at direction angles ajj (starting from a chosen coordinate direction for positive &,

n=_0):
X5 = %(GU) — i (@), (116)

max max
ij
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As the accuracy of r,(,?é’i) is proportional to the size of the image, the sum (116)

automatically takes this weighting into account (of course, direct weighting due to
varying noise levels can be used as well).

We now represent the body B as a polytope. Let two vertices a and b of a facet have
projection points (&a,Na), (&, Nb), and (§o,No) be the point on the projection plane
from which the radii and a are measured (this defines the profile offset that must
be solved for in the inverse problem). With

A =—sinaq, B = cosq,
C = na_nbv D :Eb_éav (117)
E =A% +Bno, F =2&nNa— &M,

the intersection point of the radius line and the projection of the facet edge ab is at

~ DE—-BF AF —CE

¢=ab-BC’ "~ AD-BC’

(118)
and, to be in the correct direction of a and between the points a and b, the inter-
section point must satisfy

(E—&)(E& —¢&) =0, (& —&)cosa =0, (119)
M—Na)M—n)=0  (n—no)sina=0.

If AD — BC = 0, the line in a-direction is parallel to the line ab, so there is no
intersection unless the lines coincide, i.e., either of the numerators in (118) vanishes.

The model rmax(A) can now be determined by going through all eligible facet edges
and their intersection points »gp(0):
1 1
rimed (o) = max  Gp(a) — 50 [@, b OV, (120)

where V. is the set of vertices of the facets A4+ that are both visible and illuminated.
For nonconvex bodies, the set A4 of (111) is determined by ray-tracing. It is an
approximation (correct to the order of the average facet area) of the actual visible
and illuminated region, i.e., each facet either is or is not in A+ (judging by its
centroid): projection lines of obstructing facets inside a facet are neglected when
the facets are small enough.

The principle of using outer contours applies to AO data that do not generally show
non-starlike or multiple contours (due to crater shadows) as the solar phase angles
arccos [, g [dre low and the resolution/deconvolution accuracy is not high. At high
phase angles, even starlike bodies form non-starlike contours, and contours inside
the outer contour appear in high-resolution images from probe flybys.

The outer contour 0O can be automatically derived for non-starlike shape models
as well; such models can be constructed by, e.g., parametrizing each component of
surface points X [IRP separately with n CSP:

1
x(n) = xmY"(n), Xim CRP (121)

Im
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(with suitable constraints), joining starlike submodels together, using a cylindrical
coordinate frame, or by determining the coordinates of a set of points with which a
suitable surface (a new tessellation for each iteration) is defined. For clarity, let us
first assume that no other generalized profile contours exist outside dO. Denoting
the edges of the facets of A+ by E4, 00 is constructed by the following algorithm:

1. Construct the set Fg [CE] of the edges of E+ that are shared by a facet in A+
and by a facet not in A+ but for which v} w3 0.

2. Construct the set F [CEJ of the edges shared by a facet of A+ and a facet for
which Ml w[< 0.

3. Construct the connected and ordered line sequences (lists of vertices) YXo; of the
adjacent edges of Fg. The edges are defined by two vertices, and within Xy one
vertex shares two edges.

4. Construct the connected sequences Y from F as in 3.

5. The projections of the line sequences P (w, Xo;j) cannot intersect each other, but
P (w, Xj) can intersect each other and P (w, 3oj) (intersection of projections can only
occur when the surface folds away from sight, i.e., the line corresponds to a facet
for which W] WK 0). For any intersecting projected sequences, find the intersection
points pjj on the projection plane with the intersection test above.

6. Define the visible projections iOi and ii as the projected sequences P (0, Xoj)
and P (w, ¥j) that may have a pjj as an end point.

7. Connect all Soj and &j that can form closed circuits (by systematically comparing
the endpoints of the sequences). The circuit enclosing all the others (e.g., those due
to shadows) is the approximation of the outer profile contour 00.

If there are more than one generalized profile contours, the identification of the
circuits should be arranged suitably to enable the comparison between the model
and the data. For example, one shadow region inside 0O and a smaller 0O, outside
00 due to a separate closed surface can be identified directly, and all circuits can
be used in determining the best model.

The position of a point in O can be parametrized by using the path length along
00. The Xg is now given by (assuming one contour per profile)

) —1 —1 )
X5= G(cij) — (em(Cio + Cij) — xio) BH A (Sj — Ci)?, (122)
ij i
where o an m stand for observed and modelled, 0 < ¢ < 1 is the normalized path
length along the measured and modelled contours dMj, 00;j, g is the profile offset
for each profile 1, Cjp is the offset parameter for the path’s starting point, A is a
suitable weight factor, and
1 1

Sij = ds, Cj= ds. (123)
oM; 00;

Thus, ¢ = s/S;j or ¢ = s/Cj, where s is the usual path length.
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The contour fit can also be modelled by considering the distances of observed points
from the model contour 0. Now we define

| I L]
XG= nf [@04(s) — 2], (124)
1
where s;j are the data points, and we label the points on 00; by s, and assume the
translation due to sjp to be included in 00;(S); here it suffices to consider points in
00 on whose normal lines s;jj lies. When 00 is a set of line segments, the shortest
distance required in (124) (let us denote it by dmin) is defined by:

1. Let pj [CRP be the projection of s on the line coinciding with the jth line segment
(corresponding to tan o = (§g—&p)/(Na—Np) and (§o,No) — (X,Y) in the intersection
test above):

D2 —CDn + CF C%n—CDE + DF
/o A
Pwy = czipz ' Po~ CZ1 D2

(125)

If the projection is inside the segment, let dj be the distance between pj and .
2. Let dk be the distance of s from the kth end point of the line segments of d0O.
3. Omin is the smallest one of all the distances d} and dy.

In addition to solving for the shape, we usually need to determine the target’s spin
state as well in order to have correct projection directions In most cases, the target
revolves around a constant pole direction (B,A) [SP at a constant rotation speed.
The profile plane coordinates (§,n) are the X5- and X5-components of

x' =RX, (126)

where
R =Ry (9= $)Rz( = MRy (=B)Re(—90 — 2t~ o)), (127)

where t is the time, 2 is the rotation speed (21/P for a constant rotation period P),
@o and the epoch tg are some initial values, and (8, ) [SP is the direction from
the target to the observer. We determine (B,A) and 2 when solving the inverse
problem. As mentioned earlier, it is easy to accommodate other spin models such
as precession or nonconstant rotation speed in this formalism.

6.1 Regularization

The parameters P describing the target usually have to be (moderately) regularized
to prevent unrealistic solutions. One aspect is the smoothness of the body; the
larger the target is, the less irregular it is expected to be. For some parts of the
surface this is explicitly enforced by the profile data, so the regularization mostly
pertains to the parts covered only by lightcurves that contain little information on
nonconvex features. In those regions, undulation of the surface should be suppressed
(the optimal choice of the suppression weight is discussed below).
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For starlike bodies B, a simple (computationally X?-like) measure of global regularity
is (I

gs = [r— [MJido, (128)
B

where r is the radius of the model at the poin sponding to the surface element
do; for polytopes, we can simply use gs =  ;(rj — [FD)?%. For such bodies, gs is
typically quite efficient when the radius is given by a truncated Laplace series (itself
a smoothing agent) and the regularization weight is low. This is usually the case
here as the profile contours already prevent runaway solutions, so gs is only needed
to polish up the resolution level of shape detail. For higher weights or models with
independent (uncorrelated) surface points, gs is not suitable as it emphasizes global
roundedness more than local smoothness.

A measure concentrating on local smoothness (and more suitable for more complex
cases) can be constructed by considering the negative values of the curvature func-
tion. For polytopes, a practical discrete version of this is computed by measuring
how efficiently the facets not in the convex hull of the polytope can be blocked (from
viewing or illumination) by their adjacent facets. Taking into account the size and
relative tilt angle of the possible blocker facets adjacent to the facet i, we can define,
e.g., the following measure C by summing over the polytope and weighting suitably:

1
C= J:AI Aijj (1- [V, vij 0J (129)
i ij
where Aj denotes the area of the facet i, and Ajj the areaiﬁlose facets around it

that are tilted above its plane (for i in the convex hull, jAij =0 by definition).
In regularization, we minimize C (for convex bodies C = 0).

A further smoothing constraint, to be used for non-starlike contours dO if the ob-
servations do not cover the profile densely, is given by augmenting (124) by
—— - -

inf  [@D;(s) — »[2] ds, (130)

A -
Ci a0; #€{3ai}

i
which suppresses irregularity on surface parts not projected near the observed profile
points.

A physical constraint for most asteroids is that they are principal-axis rotators: their
maximum moment of inertia is aligned with the rotation axis due to energy dissipa-
tion caused by the nonzero elasticity of the material of the body. The regularization
is defined by the symmetric inertia tensor

1 1
P22 + P33 —P12 —P13
= L1 —P;; Py +Pss —Py L (131)
—P13 —P23 P11+ P2
where the inertia products Pjj are
1
Pij = p(X)Xin d3X, (132)
B
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and here we choose constant density p(X) = 1. We want to minimize the angle T
between the z-axis of the model and the eigenvector | [TRP (normalized 1 I (3= 1)
corresponding to the largest eigenvalue of the inertia matrix | of the model shape B,
so we can choose, for example:

g = (1 —cos?1)? = [1 — 13(B)?)?, (133)

where the square form 12 is useful for weighting purposes and for removing the sign
ambiguity in l3. (For a fast way of evaluating I3 in (133) for any polyhedron, see
[2].) Again, profile data constrain the result so strongly that usually the weight for
gr is very low and sometimes can be set to zero to obtain, say, T < 4°. Enforcing
a T much lower than this is seldom meaningful due to shape resolution level and
inhomogeneities in the density.

7 Optimal combination of data modes: maximum com-
patibility estimate

From the statistical viewpoint, when we have two or more data modes, we consider
their simultaneous probability distribution of model parameters and observations
(augmented by prior or regularization distributions) in determining the posteriori
distribution of the model and the corresponding estimates. The essential problem
in this combining is inevitably the weighting of distributions. While the data modes
share a common set of parameters describing the underlying model to be solved
for, the models and modalities of observations may be completely different, and we
seldom know a priori exactly how to compare and weigh their significance.

Let us choose as goodness-of-fit measures (from which probability distributions can
be constructed) the X?-functions of n data modes. Our task is to construct a joint
Xtot With well-defined weighting for each data mode:

1
Xot(P.D) =Xi(P,D1) +  Aiax{(P,Di) D={Dji=1,....,n}  (134)
i=2

(to which regularization functions g(P) can be added), where D; denotes the data
from the source i, and P [RP is the set of model parameter values. We assume the
xiz—space to be nondegenerate, i.e.,

argmin)(iz(P) =i argminsz(P), i8j

In two dimensions, denote

X(A) = {X§Imin X A}, (135)
YyA) = {X5|min X§; A}.

The curve
S(A) == [log X(A),log y(N)] (136)

36



resembles the well-known “L-curve” related to, e.g., Tikhonov regularization. How-
ever, here we make no assumptions on the shape of S. The curve S is a part of the
boundary R of the region R [RP formed by the mapping X : RP - R? from the
parameter space P into xiz—space:

Xx={P - (logx3,1ogx3)}, R=x(P)

where the set P includes all the possible values of model parameters (assuming that
X is continuous and well-behaved such that a connected R and dR exist). If the
possible values of Xiz are not bounded, the remaining part 0R \ S stretches droplet-
like towards (oo, 00). The regularization parameter A describes the position on the
interesting part S [CdR, and it is up to us to define a criterion for choosing the
optimal value of A.

The logarithm ensures that the shape of S(A) is invariant under unit or scale trans-
forms in the X? as they merely translate S in the (logXZ,log X3)-plane. It also
provides a meaningful metric for the log xiz—space: distances depict the relative dif-
ference in X?-sense, removing the problem of comparing the absolute values of quite
different types of X2. The endpoints of S(A) are at A = 0 and A = oo, i.e., at the
values of Xi2 that result from using only one of the data modes in inversion. We
can translate the origin of the (log X%, log X%)—plane to a more natural position by
choosing the new coordinate axes to pass through these endpoints. Denote

Xo = logX(A)|x=0 = logmin X2 (137)
Yo = logy(A)r-co = logminX3.

Then the “ideal point” (Xg,Yo) is the new origin in the (log X, logy)-plane. A natural
choice for an optimal location on S is the point closest to (Xg,Yo), i.€., the parameter
values Pg [PPlsuch that

1 1
Po = argmin [log X{(P) = Xol” + [log X5(P) =~ Yol* (138)
so we have, with A as argument,
1 1
Ao = argmin [log X(A) — Xo]? + [logy(A) — Yo]? . (139)

In this approach, neither the numbers of data points in each Xi2 nor the noise levels
as such affect the solution for the optimal Py as their scaling effects cancel out in
each quadratic term. Pg is thus a pure compatibility estimate describing the best
model compromise explaining the datasets of different modes simultaneously.

We call the point Py the maximum compatibility estimate (MCE), and Ag the maz-
imum compatibility weight (MCW). This corresponds to the maximum likelihood
estimate in the case of one data mode, or to the maximum a posteriori estimate as
well since we can include regularization functions here. If regularizing is used, the
weights for the functions are either determined in a similar manner (see below), or
they can be fixed and the regularization terms are absorbed in X2 (otherwise S [C0IR
does not hold).
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Another choice, frequently used in the L-curve approach, is to find the A at which S
attains its maximum curvature, but evaluating this point is less robust than finding
Ao, and (139) is a more natural prescription, requiring no assumptions on the shape
of S. We make two implicit assumptions here:

1. The solutions Py corresponding to points on R should be continuous (and
one-to-one) in P-space along OR at least in the vicinity of the solution corre-
sponding to Ag. If this is not true (in practice, if Py = argmin XZ,;(P) makes
large jumps in P for various A around Ag), one should be cautious about the
uniqueness and stability of the chosen solution Pg, and restrict the regions of
P included in the analysis.

2. The optimal point Ag on S should be feasible: if we }%upper limits [dto
acceptable Xiz, the feasible region F is the rectangle ;{log Xi2 < logG}. If
[log X3(Po), log X3(Po)] ¥ H and F nR B [3ve choose the point on the portion
S closest to the one corresponding to Ag (i.e., log Xi2 = log [iIfor one i).
If F n R = [the data modes do not allow a compatible joint model, so either
the model is incorrect for one or both data modes, or one or both [lhave been
estimated too low (e.g., systematic errors have not been taken into account).
Note that model insufficiency should be taken into account in the estimation

of [l

Note that, in the interpretation R = X(P), A, X% and dR are all in fact superfluous
quantities, and we can locate the point estimate MCE Py entirely without them
with standard optimization procedures (and with no extra computational cost).
However, it is useful (though computationally somewhat noisier) to approximate S
via the minimization of X%, with sample values of A (see Fig. 1), as in addition to
obtaining the MCW Ag (and hence MCE as well) we can plot S to examine the
mutual behaviour of the complementary data sources (including the position of the
feasibility region F w.r.t. S). The solution for Ag is also needed for constructing
distributions based on X3. Another possibility to examine R and R is direct
adaptive Monte Carlo sampling, but this is computationally slow.

This approach straightforwardly generalizes to n X?-functions and n — 1 parameters
Ai describing the position on the n — 1-dimensional boundary surface R of an
n-dimensional domain R: the MCE is

| i NI PY
Po = arg min log Xi (ZP) , Xi20 := min XiZ(P), (140)
i=1 i0
and the MCW is
g2 o0 1 1
ALCRML. A= arg min logx"txoiz() , Xiz,tot()‘) — Xi2 inx%ot;)\ _

(141)

Another scale invariant version of MCE can be constructed by plotting Xi2 in units
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Figure 3: S curve plotted for 2 Pallas with various weights A (LC for lightcurves,
AO for adaptive optics profiles).

of X2/X%, and shifting the new origin to X?/x% = 1:

roge) B EEELO
_ , 0 = argmin —_—

1 > (142)
i=1 Xi20 i=1 Xi20 '

Po = argmin

This, however, is exactly the first-order approximation of (140) and (141) in & 171
when X2/x% = 1+, giving virtually the same result as (140) and (141) as usually
XZ(Po)/X% — 1 [Lih the region around X?(Py), and any larger ratios of X2/x2, are
not eligible for the optimal solution (see Fig. 1).

Instead of the Ly-norm X? (and the corresponding X?-distribution), we can choose
some other goodness-of-fit measure (P, D) = 0 (and distribution) for the individual
data modes. For a linear combination of these, we have

| I |
€wot(P,D) = €1(P,D1) + Ai—1&i (P, Dj).
i=2

In lightcurve measurements, for example, the effect of systematic errors in both
model and data dominates over random noise when the noise level is not high, so it
is not mandatory to use X? as a standard measure of fit.

It is possible to use this approach for general regularizing functions g(P) as well
(change X? — g(P) for some i), but in such cases the shape of S must be taken into
account. If it is possible to have a solution g(P’) = 0 for a regularizing function
g (or an almost vanishing g(P’) such that logg(P’) - —oo), the above scheme
automatically returns P’ and ignores the actual data altogether. Thus one should,
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e.g., set a lower practical limit to g(P) by looking at the shape of S, and choose
the Ag within the restricted part of S. Likewise, one can use the above scheme for
assigning noise-level-independent weights to subsets of the same data mode (rather
than have the standard X? evaluated from all data points), but obviously the subsets
cannot be chosen arbitrarily if the result is to make sense. For example, one can
estimate the optimal weight for one lightcurve that appears to reveal features not
contained in other lightcurves and thus judge its real significance. Even one noisy
lightcurve with a few points, taken at a special observing geometry, may well contain
significant information that needs to be weighed more against less noisy but more
ordinary lightcurves.

8 Numerical implementation

As examples of the optimal combining of lightcurves and AO profiles, we show rep-
resentative results for the asteroids 2 Pallas and 41 Daphne. The observed profiles
are projections of the target on the plane-of-sky S? converted to pixels on the instru-
ment plane, while the model is constructed in absolute (km) size, so the model/profile
scale conversion is given by the AO instrument’s angular resolution and the distance
between the target and the observer.

In general, the resolution of the model must be somewhat lower than the apparent
resolution of the AO images as the sparse profile samples will produce artificial
features elsewhere in the model if a near-perfect profile fit is enforced (even if the
observed profile details were exactly right). The inverse problem has thus some
ill-posedness at local scales starting near the profile resolution level, but the ill-
posedness with nonconvex shapes at more global scales, inherent to lightcurve data,
is removed with AO profiles. The weight factor A mostly takes care of this, and fine-
tuning is obtained with Ag for the smoothness constraint gs. For the examples here,
the weight of the inertia regularization function g, was low as there were several
profiles available; virtually the same result was achieved with A} = 0.

Fig. 3 depicts a typical evaluation of the curve S at various choices of A; or rather,
this plot portrays the cross-section of the 2-surface AR in R® with Ag fixed at its
final optimal ValuﬂllE values for Xiz are normalized to be the rms deviations of

model fits dj =  X?/Nj, as in logarithmic scale this corresponds only to a shift
of origin and a uniform linear change of plot scaling. The plotted points outline
the curve S(A) that is rather an oblique line than an L-shape, and the ideal point
region, i.e., the point closest to the lower left-hand corner, can directly be found.
The endpoints A = 0 and A = oo stop at saturation regions rather than continue to
large distances in the log X2-space. As can be seen from Fig. 3, computational noise
in the estimated points at A = 0 and A = oo, corresponding to a small change of
the position of the new origin w.r.t. S, does not affect the estimated location of the
optimal point on S significantly.

Sample observed vs. modelled profiles for 2 Pallas and 41 Daphne are shown in
Figs. 4 and 5. The starlike surface model was described by the exponential Laplace
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Figure 4: Sample observed (solid lines) vs. modelled (dashed lines) AO contours for
2 Pallas. Coordinates are in pixel units.
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Figure 5: Sample observed (solid lines) vs. modelled (dashed lines) AO contours for
41 Daphne. Coordinates are in pixel units.

(spherical harmonics) series for the surface radius r
L .
r@,¢) =exp  cmY"(6,0) , (6,¢) CSF, (143)

Im

truncated at suitable |, m, with ¢ as the shape parameters to be solved for. Other
model parameters are the profile offset (§o,No) for each image and the spin param-
eters. For asteroid 2 Pallas (a rather spherical body with size class 500 km), the
Laplace series was truncated at maximal | = 6, m = 6, while for the more irregular
41 Daphne (size class 200 km) the truncation point | = 8, m = 6 was more appro-
priate. The early truncated Laplace series and the choice of the truncation point
are implicit regularization measures as such. For AO data, the choice of the Laplace
series as a model is practical, while for, e.g., detailed space probe data a mesh of
independent surface points is more accurate and computationally feasible.

Once the weight factors A and Ag are determined, the result is usually stable and
restricted to one region in the parameter space P: probing feasible solutions P
corresponding to X2 (P ) slightly lower than XZ,:(Po) produces essentially the same
results. The result is also typically stable w.r.t. weights in the vicinity of MCW.
The obtained MCE appears to be well justified when one samples the solutions along
S: it provides a very good match to profile details without straying far from the
observed lightcurves, and does not predict too prominent features on the parts of
the surface not projected onto the profile contours.
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Figure 6: Doppler spectrum of the target (asterisks), with fits from convex model
based on photometry alone (dot-dash) and the nonconvex model based on combined
photometry and radar (dashed line).

9 Other sample cases of multiple data modalities

9.1 CW radar and photometry

Here we demonstrate the important role of even small datasets of complementary
information in multidatainversion. In Fig. 6 we show the simulated Doppler spec-
trum (in arbitrary units) of the target on the left in Fig. 7. The viewing direction ®
is the same in both cases (note that the sign convention of the Doppler velocity D
makes the spectrum look like a “mirror image”). The convex inversion of simulated
photometric data produces a model close to the convex hull of the target, giving
an excellent fit to the data. Thus the data do not contain proper information on
the sizable nonconvex features of the target. However, the convex model gives a
poor fit to the observed Doppler spectrum (dot-dash line), so even one spectrum
already contains significant information when added to other data. Using the same
nonconvex model as above, we obtained the result displayed on the right in Fig.
7. While still giving an excellent fit to photometric data, the model also fits the
Doppler spectrum very well (dashed line), and well reproduces the main features of
the target (with lower resolution: max I, m = 6 for the Laplace series).

9.2 Interferometry and photometry
Interferometric observations of solar system targets can be obtained with many

groundbased and space telescopes; here we show a result for interferometric Hubble
Space Telescope data of asteroid 15 Eunomia combined with photometry. The in-
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Figure 7: View of the target (left) and the nonconvex model (right) in the same
direction ® in which the Doppler spectrum was computed.
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Figure 8: Two examples of interferometric curves (solid line) measured for asteroid
FEunomia in different geometries. The fit from the photometry-based convex model
is shown with dotted line, and that from combined photo-and interferometric model
with dashed line.
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Figure 9: Equatorial view of the multidatainversion model of Eunomia.

terferometer divides the incident wavefront in two, each half is split into a reflected
component and a transmitted phase-retarded component, and these components are
made to interfere with each other in two different combinations, yielding convolved
projections (discussed in section 2.4) in two orthogonal directions. The dataset
consisted of 31 lightcurves (photometric time series of a few hours) and 18 interfero-
metric curves measured at various geometries. Two examples of the latter are shown
in Fig. 8. The abscissae give the measurement coordinate length s on a great circle
St in arcseconds, plotted against the normalized so-called S-value, the value from
the operator (28) divided by L(wp,w). Again, the prediction of the convex model
from photometry alone (dotted line) deviates somewhat from the observations, but
the model from combined photo- and interferometry gives an excellent fit (dashed
line). The model shape, shown in Fig. 9, displays some nonconvex features, but
otherwise is consistent with the convex model, with virtually the same solutions for
spin vector direction and rotation period.

1 Appendix A. Euler angles, spherical harmonics and
rotation matrices

Spherical harmonics Y,"(n), n = (8, y) CSP, are defined here as

Y,™(n) = P/™(cos 9)e'M¥, (144)
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where P/™ are associated Legendre polynomials. These can be given by, e.g.,

i UL |
PM(cosd) = Aj,cos" 9sin™ 3, (145)
n=0
where 1
im = = |2 = DA = (1 m = DAL, ] (146)
for | >m and | > 1, and
Al =C2I=-DAY 1, ,, A =1 (147)
Only such Aj}, for which n is of the same parity as | —m are nonzero. Also, for
negative m-indices
pm = (—ymd = Mlpm (148)

(I4+m)!

Spherical harmonics satisfy the orthogonality relation

Loy LA
N, o Y™ (9, Y)Y (8, ¢) sin S d9dy = ™, V" = &ji8mn, (149)

where mo( )
Tt +m)!
= —_— 150
21+1(1—m)! (150)
Spherical harmonics form a complete orthogonal set on S?, so any LZ(SZ)—function
T(n) can be expressed as a Laplace series

i1 1
f(n) = o™, £ oY, ™ (n). (151)

1=0 m=-—I

Im

All rotations in three-dimensional space can be parametrized by Euler angles, which
are here defined as follows: the rotation R(y, B, ) of a coordinate system involves
three successive rotations:

1. A rotation through angle a about the z-axis in the positive rotation direction.
2. A rotation through angle 3 about the new y-axis in the positive rotation direction.

3. A rotation through angle y about the newest z-axis in the positive rotation
direction.

After rotating a coordinate system, the functions expressed in this system must be
transformed accordingly in such a way that their values will remain unchanged; thus,
when a vector X [P is transformed as

X - X';x' = RX, (152)

where R is the operator performing the rotation, the value of a scalar function T in
a point in space must remain unchanged. Thus

f'(x) =f(x), [F) =FR x), (153)
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where f/(X') is the function in the new coordinate system. Satisfying this condition,
spherical harmonics transform under the rotation R(y, 3, a) as

—
Y, ™8, p) = Y™ (9,0) DY (v, B, ), (154)
mit=—1I

where Yl@n is the form of the function in the new coordinate system, and the element

Dg)@n of a rotation matrix D® is

DOy, B, o) = e'™Y s (B)eme (155)
where |
dg])%(B) _ -.I—(mc—mnén(cos g)2I+m—mD—2)\(Sin %)mm—m+2)\ (156)
A=0
and .
cON _ (=D)MMEM (e m)! (I —m)! (157)

mm NI+ m=A) I=m' =A)! (M —m+ )
A term in the sum vanishes if an argument of a factorial in the denominator is
negative. If B = /2, we have

|
dO (/2) = 27 cmai@n}‘ . (158)
A=0

A relation between spherical harmonics and the elements of the rotation matrices is

|

Y\"(9. ) = Dy (0.9, ). (159)

The elements of the rotation matrices satisfy the orthogonality relation

=, 5 3,
| - )= j | j
Nmtwl ™ Dltin(¥: By 0D (Y, B 0) = Diiegy, DY = 8y Srmadink
(160)
where 2 || " '

w 8t (I—=m)I {1+ m)! (161)

mm ol L1 (I +m) (T—m)!
2 Appendix B. Restricted geometry of P(w, D)

O ~ .
By fixing ¢ = ¢o, multiplying both sides of (99) by P" (—D)e_'mEé and integrating
over D and 8 we obtain

it _
L(D,9,¢)(1 —D?) 2P (—=D)e ™ dg dD

-1 0
am (I+m)!
TR Eil - mfiu iz i, gl ag0 /2) (162)

m=-—I
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For a fixed | we have 2|+ 1 equations (one per each m’, —I <= m’ < 1) and unknowns
G- Let us define a (21 + 1) % (2] 4+ 1)-matrix

MO (o) = (Mmin) —1=miz Mt = M@+ qO_ (/9) —l<m,m' <1.

—l=m=l
(163)
Since dg])@n(ﬂ/2) = Dg)@n(o,ﬂll 0), we have

—
det MO (dg) = expli(Po + 1/2) m] det DM (0,1/2,0) = det DV (0,1/2,0) £ 0,
m=-—1
(164)
as the rotation matrix D® is, of course, invertible. We also define for those m’ for
which 17,80

2+ 1)1 —m")! — 0 3
_ : 3 —D2\-2pMm (—_P)e—im 3
mt-= 4neim'$t/2(|+m/)! N . L(D.8,¢o)(1 —D%)"2P" (=D)e de dD,
(165)
together with
LO(do) = (Lm9" = (L, L1)T  and
™ = (LT = (G, 0T (166)
Thus we obtain
LO(¢o) = hg”(%)%g and _
@ = WO (go) ~* TO(go) (167)

According to the lemma, (167) is valid for every | if n is not an integer (n > —1).
As n approaches an integer value, 17 napproaches 0 when m’ +n is an even integer
and |m’| > n. Thus solutions for (167) become less and less well determined when
| > n+ 1. Finally, if n is an integer, (167) holds true only for | < n+ 1. In this case
one phase g is not sufficient for determining p. We have thus proved that if S = u",
n=>-—1,and n is not an integer, 2-dimensional L(6, D)-data corresponding to
any fixed phase ¢g determine the reflectivity function p uniquely. 1

3 Appendix C: Octant triangulation

The surface is divided into eight octants (according to the coordinate axes) each of
which is divided into N horizontal rows usually with equal (/2N ) spacing in polar
angle. The first rows from the poles towards the equator have no azimuthal points
between the octant lines; then, for every row closer to the equator, there is one
azimuthal point more than in the previous row. The points on each row are evenly
spaced in azimuthal angle. The facets are formed by joining each azimuthal point
of a row to two points in the neighbouring rows so that a regular mesh of triangles
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is created. In every triangle row closer to the equator there are two more triangles
than in the previous one. The number of facets is 8N?, and the number of vertices
ANZ + 2.

As a result of triangulation, there are always only four facets at both ends of each
coordinate axis (all other vertices are surrounded by six facets); thus the polar facets
are about the same size as the equatorial ones for a roughly spherical body. If the
body is very strongly elongated the equatorial facets will be larger, in which case
one can use some other polar angle spacing when constructing the rows. A suitable
number of rows for applications not requiring resolution of small details is typically
from eight to ten.

4 Appendix D: Convolution and Dirac-0 sequences

The convolution between functions f(s) and g(s), s CRI", is symmetric:

] (I
(FLos) = TOgs—x)dx = T(s=y)gly)dy = (g LO)(s).  (168)
With Dirac 9§ distribution, defined as
] ]
d(X—Xp) = 0, X B Xo; d(X—Xp) dXx = 1; T(X)d(Xx—Xg) dx = F(Xp), (169)
R" R"

i.e., Dirac & gives an infinitely accurate “unblurred” convolution, we get useful ap-
proximations of blurring. Sequences such as (here in one dimension)

On = l/nﬁ exp(—n?x?) (170)
or n 1
= T (171)

do not have the limit limp_. 8n(X), but they have the limits

- m}
lim (X —Xp)dx =1; lim T (X)dn (X — Xo) dx = F(Xo). (172)

— —
n—oo _ n—oo _

Thus, e.g., the boxcar function b(X) = 1,|x| < 1, and 0 elsewhere, can be approx-
imated arbitrarily well with the smooth function a(x) with continuous derivatives

by writing
(I o (- 1 /
a(x) = dn(Xx —X)dx' = ——— dxX, (173)

. LT =)
so choosing, e.g., the normalization a(0) = 1, we have
V_ V_
arctan C(X +1) —argtan c(X—1)
2arctan C

a(x) = . (174)
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5 Appendix E: Some practical things

e The study of any inverse problem begins with the complete solution of the
direct problem: finding the right mathematical model to describe the system.

e PIDEUS: Parametrization (is it optimal?), Information (What data and info
do you have? Are you using all of them? What is their real information
content? Expand or reduce model?), Discretization, Existence, Uniqueness,
Stability

e Compress information as much as possible: suitable function series, prior
info/regularization on smoothness, etc. Cf. wavelet transform of an image:
the essential info can usually be expressed within a fraction of the nominal
information space.

e Garbage in, garbage out. And avoid inverse crime.

e Understand your problem (be it biology or physics), be sure to know what you
do not know.

e Do not rely on black boxes, standard models, or conventional rules/wisdom.

e There are no fixed rules or black-box methods: tricks of trade are learnt by
trial, error, and intuition. Solving inverse problems is at least as much art as
science, and the heart of the art is in beautiful modelling.

e Use the original raw data, and create the model accordingly.

e Start with the simplest nontrivial model (and even a trivial one usually teaches
you a lot).
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